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Fully automatic auxiliary AC power supply with two 3/4 HP stainless steel sump pumps 
for high performance dual pump backup when utility power is not available.

Functions as two alternating primary pumps with the reassurances of extended power 
outage backup, redundancy, key activity monitoring, and an integrated alarm.

Runs on AC power from utility supply or converted battery power reserved for 
emergency backup (two 12-volt Power+ AGM batteries required, purchased separately). 

Maintains full performance as each pump individually operates from either AC power 
source, with a steady pumping capacity rated at 75 GPM (*at 10' of head).

The Ion Genesis controls and alternates each pump without moving parts. Warns of 
excessive run time, high water level, pump or sensor failure, and additional issues.
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Typical Installation Diagram

Ion® Sumpro® Platinum
Dual Pump Battery Backup AC System

•	 Sumpro Model 100 inverter rated for 15 amps

•	 Input Voltage: 120 VAC/24VDC  
(2 batteries - P20397, sold separately), 60 Hz, 12 amp

•	 Output Voltage: 120VAC, 12 amp

•	 Includes (2) 3/4 HP pumps, rated up to 85 GPM each, 
and an Ion Genesis® controller 

•	 Options: Sumpro stand, battery add-on kit,  
and Ion Genesis

•	 3 year warranty

Sumpro Platinum with Ion Genesis - Part Number: iSP20239
Sumpro Platinum with Ion+ Connect Cellular - Part Number: iSP20490

Sumpro Platinum with Ion+ Connect WiFi - Part Number: iSP20502

1.	 Sumpro

2.	 Wind & solar inputs

3.	 Ion Genesis 

4.	 Dual 3/4 HP BA75i pumps

5.	 Ion Genesis sensors 

6.	 Stand (optional)

7.	 Recommended minimum  basin size:  
18" x 24" (not included)

System Specifications
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System Performance Pump Performance

Performance curve results using a 1/3 and 1/2 HP pump with  
(2) fully charged 100 amp hour AGM batteries (not included).

Reserve Power (total hours of operation)
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